
 

 
 
 
 
 
 
 

Request for Drawing Question / Interpretation No. 43 
 

of 
 

AC Class Rule Version 1.4: December 8th 2015 

 
  
Rule References: 
 
This interpretation relates to Rules 15 and 16. Particular attention is drawn to rules 16.2 (a) and 
16.2 (c) below: 
 
16.2 The use of stored energy and non-manual power is prohibited, except for: 
 

(a) small springs (or collections thereof), shock cords (or collections thereof), and 
similar passive devices that deliver less than: 

(i) 50 J of energy; 
(ii) 500 N of force; and 
(iii) 10 Nm of torque. 
 

(c) low pressure hydraulic or gas accumulators of less than 6 bar which provide 
back pressure to a hydraulic system to prevent cavitation, but do no significant 
work themselves; 

 
See also Interpretation 9A. 

 
 
Questions: 
 
Interpretation 9A permits single-acting gas spring return hydraulic cylinders to be used on an AC 
Class Yacht subject to certain conditions. 
 
Is it permitted for two or more single-acting gas spring return hydraulic cylinders to be used on 
an AC Class Yacht if, instead of each cylinder containing its own gas reservoir, a common gas 
reservoir provides back pressure to each of the cylinders, provided: 

 
1. Pressure measured anywhere in the system, including the gas in such a cylinder, shall 

not exceed 350 bar.  
 

2. Any hydraulic fluid released from such a cylinder shall be isolated from the pressurized 
side of the hydraulic system and shall only flow via low pressure lines to the reservoir in 
such a way that the flow does not perform any useful purpose other than returning the 
fluid to the reservoir.  
 

3. When actuation of the cylinder is such that energy is being stored by the gas spring, the 
requirements of all provisions of Rule 15 and Rule 16 shall remain in effect.  
 

4. When actuation of the cylinder is such that energy is being released by the gas spring, 
the adjustment of any associated control surface shall be strictly limited to those 
sources of power permitted by Rule 16.1 or 16.2. 
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Interpretation: 
 
It is not permitted for two or more single-acting gas spring return hydraulic cylinders to be used 
on an AC Class Yacht if, instead of each cylinder containing its own gas reservoir, a common 
gas reservoir provides back pressure to each of the cylinders. Such a common reservoir would 
be considered an additional accumulator which is not permitted under rules 16.2 (c), (d) and (e).  
 
Additionally, in this proposed arrangement the change in back pressure on one cylinder clearly 
effects another and so is capable of moving that cylinder and doing useful work as prohibited by 
Interpretation no 9A. 
 
End 
  
Issued by the America’s Cup Measurement Committee on August 16, 2016  

 


